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OPTIMA PRO EH+

OPTIMA PRO EH+

Central Extract Unit.

Smart ventilation in a compact design.




ZIlPstream  ventitation
OPTIMA PRO EH+ én EC motor

Airstream OPTIMA PRO EH+ This is a modern, compact, humidity-controlled mechanical extract
ventilation system. The EH+ version is equipped with a built-in electronic humidity sensor that
automatically monitors the relative humidity of the airand smoothly adjusts the fan’s capacity based
on the current ventilation demand. This solution ensures effective removal of excess moisture,
optimizes energy consumption, and maintains proper indoor air quality without the need for
manual adjustment. Simple, Autonomous Control - activated directly by a 230V AC signal from the
light switches, eliminating the need for additional control equipment and simplifying installation.
Thanks to its compact design, it is ideal for ceiling installation, especially in suspended ceilings.

~ Efficient $

v The EC-motor with a remote controller, enables smooth
speed control and energy-efficient operation.

v" High performance - up to 325 m"‘/h, ensuring
effective air exchange throughout the building

v Simple, Autonomous Control - activated directly

by a 230V AC signal from the light switches, eliminating
the need for additional control equipment and simplifying
installation

v’ Flexible connection configuration:
- 2 2125 mm connections and 1 2160 mm outlet

- 4 975 mm connections for drainage from bathrooms
and toilets

v' Low-profile EPP casing - lightweight, durable
and with excellent- acoustic properties,

ensuring quiet operation of the device

V' IPX2 protection rating - resistance to moisture

and contaminants \ @mﬂﬁstrearﬁ-‘-

v* Easier installation and maintenance - removable > OPTIMA PRO EH»
cover and a mounting system allowing for quick installation
in various positions

v/ Built-in electronic humidity sensor (EH+)
- automatically adjusts the fan speed
according to the relative humidity of the air.

v/ Automatic operation - It effectively removes excess
moisture, reduces the risk of condensation and mould growth,
and improves comfort.

325 m°/h IPX2

high excellent
efficiency sealing




Performance curves:
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Acoustic data Lw [dB]:

min 40% 60% 80% 100%
from the
t 187 359 437 47,0
oPa housing
inlet 309 326 222 46,9 537
f;gznsfr:‘ge 355 34,6 383 453 49,0
100Pa
inlet 21 220 222 231 243
fr:g?sitr?g 424 432 428 46,3 494
200Pa
inlet 238 26 226 233 244

Fan settings and air flow rate ranges:

Fan speed setting: min Fan speed setting: 40% Fan speed setting: 60% Fan speed setting: 80% Fan speed setting: 100%

Pressure Flow rate Pressure Flow rate Pressure Flow rate Pressure Flow rate Pressure Flow rate
[Pa] [m°/h] [Pal [m°/h] [Pal [m°/h] [Pal [m°/h] [Pal [m°/h]
2,1 1087 038 118,8 38 182,5 0,6 236,9 06 301
31,3 58,7 313 117 31,6 1807 31,6 2383 399 303,5
612 56,9 63,8 116,3 62,6 1814 634 236,5 72 302
91,5 63 917 1148 933 1807 93,6 236,9 1077 302
1238 673 1246 1148 1252 181,8 1243 236,5 1455 306
152,6 716 154.4 116,6 1526 181,8 156 2376 176,1 303,5
1883 76 1855 1152 1848 1804 1855 2358 2181 3035
2139 78,8 2145 1141 2153 1796 216,7 236,5 2521 303,5
2476 832 2485 1159 246,5 178,2 2484 236,5 2812 2999
275 814 276,8 117 282,2 1796 27922 2351 311,2 292

3258 o 3089 1156 3159 182,22 3081 2347 358,2 0
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